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Cel2812 Core Switch
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CloudEngine 12800 Series High-
Performance Core Switches

Product Overview The CloudEngine 12800
(CE12800) series switches are next-generation,
high-performance core switches designed for
data center networks and high-end campus

ng

networks. Usi

New CE12812-AC CE12812-DC 02113772

02114006 High

New CE12812-AC CE12812-DC 02113772
02114006 High-performance Data Center Core
Enterprise Switches, Find Details and Price about
CE12812 100ge/40ge from New CE12812-AC

CE12812-DC

New CE12812-AC CE12812-DC 02113772
02114006 High

The switch uses a strict front-to-back airflow
design and provides industrial-grade reliability as
well as comprehensive virtualization capabilities
and a variety of data center service features.
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CloudEngine 12800 and 12800E Series
Switches Hardware Description

CloudEngine 12800 and 12800E Series Switches
Hardware Description This document provides an
overall description of the CE12800 series
switches hardware, helping you obtain detailed
information
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Huawei CE12812D-B00 Core Switch DC
Assembly

Deploy Huawei CE12812D-B00 core switch with
DC assembly, 2xMPUA, 3xSFU12A,
6xPDC-2200WA for scalable data center cores.
Order online.

CE12800 Series

CE12800 series switches are next-generation,
high-performance, core modular switches
designed for data centers and high-end campus
networks. Currently, CE12800 series switches

CloudEngine 12800 Series Data Center Core
Switches

Product Overview The CloudEngine 12800
(CE12800 for short) series switches are next-
generation, high-performance core switches
designed for data center networks and high-end
campus networks.
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ling a CE12812 Chassis

CloudEngine 12800 and 12800E Series Switches
Hardware Installation and Maintenance Guide
Installing a CE12812 Chassis

Huawei CE12812-AC Switch-Chassis, AC-
Baugruppe mit CMUs/Liftern

Einsatz des Huawei CE12812-AC AC-
Montagegehauses mit CMUs und Luftern fur
skalierbares Core-Switching und hohe
Verflgbarkeit in groBen Rechenzentren.

CE12812 features CE12812-AC highlights
CloudEngine 12800 Series

Huawei CE12812 CE12812-AC features highlights
advantage CloudEnginel2800 series are next-
generation cloud-oriented core switches 1. 12
LPU slots, maximum 11Tbit/s/slot bandwidth,
134Thit/s

Huawei CE12812 Switch Best Price

CE12812 Hardware Description Introduction
Huawei CE12812 switch with 2 MPU slots, 2 CMU
slots, 12 LPU slots, and 12 power module slots, 6
SFU slots, 17 fan
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Switches Hardware Description
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This document provides an overall description of
the CE12800 series switches hardware, helping
you obtain detailed information about each
chassis, power module, fan module, card, cable,
and

CE12812 for CE12800 Series CloudEngine
Data Center

CE12800 series switches are next-generation,
high-performance core switches designed for
data centers and high-end campus networks.
They provide stable,

Huawei CE12812E Switches Support Guide,
Manuals & PDF - Huawei

Huawei CE12812E Switches Support Guide,

‘:_ L !.'u‘]
Manuals & PDF - Huawei. SupportSwitchesData iy, g Eﬁ?& ¥
Center SwitchCE12812E. CE12812E. ot M
Documentation. Knowledge Base. Software e, 1L “’

Download. Bulletins.

Huawei CE12812 manual datasheet
brochure CE12812-AC

Front-to-back air ventilation, and independent
switching fabric unit.
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CE12812E Data Center Core Switch
CE12800 and CE16800 YCICT
CE12800 series provides stable, reliable, and

secure high-performance L2/L3 switching \Y’\

capabilities to help build an elastic, virtualized,
and high-quality network. The switches use an / ‘ m
\

advanced hardware
i\

CloudEngine 12800 Series Data Center Core
Switch Datasheet

Product Overview The CloudEngine 12800
(CE12800 for short) series switches are next-
generation, high-performance core switches
designed for data center networks and high-end
campus networks.

Huawei CE12812-AC1 Switch Chassis with
CMUs and

Deploy Huawei CE12812-AC1 modular core
switch chassis with CMUs and fans for scalable
data center and campus cores. Simplify
expansion and maintenance.

Length:33.5mm
| L iy Huawei CloudEngine 12800 Series Switch
arge-end inner diameter:6.0mm .
CE12812 Overview

Product Overview CloudEngine 12800 (CE12800

\ for short) series switches are next-generation,
v high-performance core switches designed for
< data center networks and high-end campus
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Huawei CE12812-DC Core Switch Assembly
Chassis with CMUs and

Deploy the Huawei CE12812-DC core switch

chassis with integrated CMUs and fans for - & —
scalable data center aggregation. Optimize N B
network reliability and simplify maintenance. N ‘-.,,__
\\ '
\

Huawei CE12800, CE16800, CE16800-X and
XH16800 Switches

> i .@ﬁ" > CloudEngine 12800& 16800 Series CE12812:

Access product manuals, HedEx documents,
product images and visio stencils.

4

CE12812 CE12800 Series High-performance
Data Center Core

CE12812 CE12800 Series High-performance Data
Center Core Enterprise Switches Shipping
Shipping fee and delivery date to be negotiated.
Chat with supplier now for more details. Send
inquiry Chat

Configuration4

03054230 CR5DSFUIA07D 100Gbps Switch
Fabric Unit D SFUI-100-D S4016680
CR5P08BASD70 NE40OE-X8 Basic Configuration
Including NE40OE-X8 Chassis,2+1 Redundant
SRU/SFU,4 DC Power

Powered by Syropy Al Connectivity



II >
"‘
*‘ﬂ‘

%
Switch Huawei CE12812-AC
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Switches Huawei CloudEngine 12800 Series
Provide unsurpassed reliability, full virtualization
and function of software-defined networks. (SDN)
for data center

Length:33.5mm

Small-end inner diameter:3.3mm
Large-end inner diameter:5.5mm

Switches Overview

CloudEngine 12800 and 12800E Series Switches
Hardware Installation and Maintenance Guide
Switches Overview Figures in the document are
for reference only and may differ from the
actual
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Huawei CE-SFU12B Switch Fabric Unit for
CE12812

Deploy Huawei CE-SFU12B switch fabric unit B to
boost CE12812 core switching performance and
redundancy in cloud-scale data centers and
campuses.

1YYV EE)

CE12812 Data Center Core Switch CE12800
PN 02113772 YCICT

CloudEngine 12812 is a next-generation, high-
performance core switch for data center
networks and high-end campus networks. Using
next-generation VRP8 software platform,
CE12800 series
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Contact Us
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For datasheets, pricing, or custom high-speed optical interconnect solutions,
please visit:
https://syropy.com.pl
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